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Quick Start Guide

Introduction

The Lab.gruppen D Series Plugin for QSC® Q-SYS™ Designer software makes it is easy to integrate
D Series and PLM+ Series amplifiers into any Q-SYS project. It allows for control and monitoring of
multiple functions.

Plugin Compatibility
Hence the name, D Series, this version supports all D Series Lake (D10:4L, D20:4L, D40:4L, D80:4L,
D120:4L and D200:4L) and all PLM+ Series (PLM5K44, PLM12K44 and PLM20K44) amplifiers.

Lake Controller

The Plugin can run at the same time as an online Lake Controller is connected and also
controlling/monitoring the same amplifier. Any changes done in Lake Controller will sync back to Q-
SYS and vice versa.

Q-SYS Core Requirements

Plugins use the Q-SYS Scripting Engine, which is a licensed feature on certain Cores manufactured
with Q-SYS 7.0 and later. These require activating a license to deploy the plugin to a Core. This is
indicated with a yellow warning “Licensed Features” shown in the top:

CJ untitled* - Q-5YS Designer [7.1.

Eile Edit View Tools Help | Licensed Features (1)

Pushing a design requiring licensing to an unlicensed core, will give an error message and the design
will not be transferred.

The license is a once per Core, so once the Scripting License is installed, it is possible run as many
plugins or scripts desired.

Please refer to QSC for further help and info regarding this.

Getting started

Installation of the Plugin

1. Download and install the Q-SYS Designer software version 7 or later from the QSC website.
2. Install the D Series Lake.qplug by double clicking the file and confirm the installation.

Add a D Series component to the Schematic [NOT runtime]

3. After the installation of the D Series Lake.qplug, the Plugin is available from within the Q-SYS
Designer software under Plugins — User — Lab.gruppen — D Series.
4. Take the component and place it in the Schematic:

Search ]

Components

|- B3 Audio Components

|I* B Centrol Components
|+ B Seripting Components
|- B Video Components
[ B3 Layout
- O UCI Buttons

User Components +
User Component 1
Vertical Compact

—rEE Plugins -]
Lake | O QSC Managed

4 O User
4 O Lab.gruppen
D Series Lake

100% 5
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Connect to an online Amplifier [runtime]

5.
6.

7.

Match the name and model of the Q-SYS Core and do a File — Save to Core and run
Double click on the component to expand the controls. Now while in Runtime, specify the IP

address of the Online amplifier (the amplifier can be in Standby or On, but must be on the network

and in the same subnet as the Q-SYS Core) in the IP Address field:

Frame Plugin Connected i Power —Selected —  Plugin V1.0.0
IP Address I I [ On ] [m] [ Me ]
Frame Info MNetwork and Dante Settings =———————
e @ DT ©reieirey GO owe (5D
Rerd Oy frorm
Label OFFLINE Link Status: Prim  Sec @ ury[:“hr:n;;rz'tnn:»"::“
I OFFLINE Config ([(Ama"| (DHER | [(Fied | == Cemi=
FW Version OFFLINE | L
e LAB.GRUPPEN lake
Power Channels / (oA
ch1 chz chz ch4
Temp @ Temp @ Temp @ Temp @
Status @ Status @ Status @ Status @

OFFLINE OFFLINE OFFLINE OFFLINE

IR0 N

L

If a device can be found on the IP address, the plugin will connect. This is indicated by the “Plugin

Connected” LED lit Green.

D Series Lake

Frame Plugin Connected
IP Address | 160.254.1.3

Once connected to a device, all the Read only fields will be populated with data

D Series Lake
fasmel) Plugin Connected (@ Power — Selected — Plugin ¥1.0.0
IP Address | 16025413 [ on | [standhy| [(Me |

Metwork and Dante Settings

Frame Info

Y - —
o

o [ rousorssmsann
LT S —

Dual Redundancy - Dante T80 )
Link Status: Prim (@) Sec ) Re=d Only. For infromasion
anly. Change seitings via

Config (Ao | (DHCF | [(FGEEN == Com='=r
LAB.CRUPPEN lake

P Ny UM Mute Al | Toggie All

ch1 Chz Ch3 Ch4

Temp @ Temp @ Temp @ Temp @

Statuz Status Statuz Status i
STANDBY

e = i [

v P L
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Plugin Overview

Properties and Pins [NOT runtime]

Properties

9. If in runtime, disconnect from Core by doing File — Disconnect. When in design (not runtime) you
have access to the properties and control pin tabs. In the properties section it is possible to
change;

a. Polling interval: specifies the time on how often the plugin communicates with the amplifier
in milliseconds (interval is 400 to 1000 ms).
The lower settings may work well depending on the size of the system and the
characteristics of the network. If an amplifier's response is glitchy, unresponsive or
amplifier control is not reliable, try increasing the polling interval to improve reliability.
This will however increase the delay in both set and get data.

b. Name: The name that is displayed on the component in the Design. This will not display
the Frame Label, but it is recommended to name it to the same as the Frame Label.

c. Show Mains: displays Mains Power
d. Show Frame Presets: Will display the section for frame presets.

e. Show Input Routers and Mixers: Will display the section for Input Routers and Mixer
control

f.  Show LoadPilot: Will display the section for LoadPilot

g. Enable Surechecks: if enabled certain potentially “destructive” controls will require 2
button presses instead of one to prevent accidental clicks

Properties
D Series Lake Properties

T TOeeniez Polling interval 400

Lake Mame:

S5how Mains Mo 7
5how Frame Presets Mo b
Show Input Routers and b Mo w7
Show LoadPilot Mo 7
Enable Surechecks Yes -

Graphic Properties
Position 94543
Control Pins

I Frame
b Power Channels

»
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Control pins

10. In the Control Pins section it is possible to enable read/set values of controls from the plugin with

other external gsys controls.
i F s

Properties

D Series Lake Properties

Polling interval 400

MName:

Show Mains Mo i
Show Frame Presets MNa -
Show Input Routers and b No b
Show LeadPilot Mo i
Enable Surechecks Yes hd
Graphic Properties

Position 94543

Fill

Show Mains

11. Setting “Show Mains” will add the “Mains” view. This view lets you change the fuse type and
nominal current. It will also display Voltage and Current.

Properties
Plugin Connected (@ _— ——  —Selected— PluginV11.0 D Series Lake Properties
P Addrass [Ton | [snmy] e | Poliing interval 400
Frame Infa Network and Dante Settings Name:
sotus @ [ DuelReundancy [8a Dante (TE) IshowMains  [Yes | -
Label _ Link Stztus: Prim @ Sec @ R0 Oni: Formmoimance. Show Frame Presets Mo -
only. Change s&ftinga via
Show Input Routers and b No v
Show LoadPilot No v
Enable Surechecks Yes h
Graphic Properties
Position 946,40
Control Pins.
—_—Ch ] — —(Chl— — ) — — ) — I Frame
Temp @ Temp @ Temp @ Temp @ 4 Mains
Status Status Status Sratus @ Current Meter E
Oy | e [ Fuse Type(Actual) E
v P oL v P oL v P L v P L Fuse Type{Desired) E
Norninal Current{Actual) E
Nominal Current{Desired) E
Voltage Meter E
P Power Channels
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Show Frame Presets
12. Setting “Show Frame Presets” to Yes will display controls that will let you store or recall up to 100

presets.
D Series Lake Properties
Frame / Plugin Connected @ Pawer = Selected = PluginV1.1.0 D Series Lake Properties
IPaddrees [ ] on | [Srardy] e E Polling interval 400
Frame Info Wetwork and Dante Settings Name:
Status @ :| Dugl Redundancy [0n) Dante [TBn) Show Mains Yes -
tooe [ kSt Pim @ Sec @ T s ShouFrame presets Vs E
oniy. change sartings via
] :| Config DHCP | Fied Lk Comtraliar Show Input Routers and b | Mo -
Fwveson [ LA | k Show LoadPilot No -
B'GHUPPEN a e Enable Surechecks Yes -
Mains [~ Mains —— Breaker Emulation Limiter Config—— | G i
B Peeied | henal Pasition 94640
Fuse Type -
L — Nominal Current m T
Frame Presets | — Control Pins
P _ = F Frame
e [ g &= b Mains
e — L] b Pover rennes
4 Preset
Pawer Channels || yinmate &l | Cancel |
ch1 Ch2 ch3 Chd MName =1
Temp @ Temp @& Temp @ Temp @ Quick Store |
Status Status Status @ Status Recall =]
Recall Select |
v P L v P L v P oL voFE L Store [
Store Select [
[pauee] [oae] e Mute

Show Input Routers and Mixers

13. Set “Show Input Routers and Mixers” to Yes will add the “Input Routers and Mixer” view. This view
adds control of the Input routers as well as the Module Input Mixers.

D Series Lake Properties
Frame Flugin Connected @ Power —Selected = Plugin V1.1.0 D Series Lake Properties
IP Address On  [Standby| Me | ? Polling interval 400
Frame Info Network and Dante Settings m——— . O Narme:
Staws @ Dual Redundancy [T0n| Dante [TOA) 0 power cha_.. O Show Mains Yes -
Label : Link Status: Prim @ Sec @ R::d?' Dcnrl‘s;";::r‘ma::n Show Frame Presets |Yes -
Show Input Routers and b Yes -
Config ) ) | Lake Controler
o [ (o (CoRCR (e S No -
FW Versicn | L
T LAB.GRUPPEN lake | e st -
Mar"s/ Mains = Breaker Emulation Limiter Config 3 AIRTIE s
—_—

Vahage (V RMS) Desied  [Actual] Position 946.40
Fuse Type Fill Pl
Curent (A RMS)

Nominal Current

) Control Pins
Frame Presets [ N o ! b Frame
. reset Store . b Input Routers/Mixers
Preset fieca Salact Position [(Store_ b Mains
Select Preset Recall | I Power Channels
Hew Hame
New Name [Cancel | [Store I Preset
4
Input Routers and Mixers | e 1
Routers
. - - Module & Maodule B Module C Module D
[T - jmlt = —1° ! ! !
= to Fno
1.2,34 = Forced Prio = 2 : :
—— Input Router Mutes —— 3 3 3 3
(e (] | [vhte]| < Q i ‘
u
<
Pawer Channels | (irme A EIEYN RE
ch1 chz ch3 Cha
Temp @ Temp 4@ Temp @ Temp 4@
Statuz @ Status Statuz @ Status

J1 »

Schematic Elements
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Show Load Pilot

14. Set “Show LoadPilot” to Yes will add the LoadPilot view. This will present the current configuration
of LoadPilot and give status of connected load as well as presenting the impedance of the

connected load.

Note: LoadPilot cannot be enabled from the Q-SYS Plugin. Enabling LoadPilot is done from the
Lab.gruppen CAFE software (available from the Lab.gruppen website). Once LoadPilot is enabled, all

LoadPilot data is displayed within Q-SYS and also accessible via Control pins.

Frame

Plugin Connected Pawer = Selected =  Plugin V1.1.0

Paddess [ ] [Ton] S [w]

Frame Info Network and Dante Settings
St @ l:l Dual Redundancy On Dante [T00)
i P Fiaad Only. Far Infromation
Ll [T Linkstaws Pim @ Sec @ S
D ] o SR e

prveser [ LAB.GRUPPEN |ake

Mains Mains Breaker Emulation Limiter Config —
SR — Desied_thcuat
Fuse Type
i | Nominl Current
Fi Preset:
amekieserlf Preset Store
Preset Recall aus
Select Position Sore
Select Preset Recall =
Maw Mama
New Name Cancel | [ Store |
Input Routers and Mixers [ — Module Mixers
Rout:
L 4 Moduea Module B Module C Madule D
I —— — 1 1 1
= Buto Frio
1234 = Forced Pria 2 2 2 2 |
— Input Router Mutes =—— 3 3 3 3
(i) e | iz 4 . ; .
Load Fiiot [ chq—— ch2 ch3 cha
Status @ Status @ Sttus @ Status @
Threshold Threshold Threshold Threshold
encble [B868) \iatax  (P%H) hiax Min/Max Min/Max

g ) o |
)

\
Power Channsls | e | ECE BETT

Ch1 Ch2 Ch2 Chd
Temp @ Temp @ Temp @ Temp
Status @ Status @ Status @ Status @

v P L

|| I 1 | |
= = = =

Properties
D Series Lake Properties

o —

Lake Polling interval 400
Power Cha_ [ Name:

- — Show Mains Yes =
Show Frame Presets Yes -
Show Input Routers and b | Yes =4
Show LoadPilot |Yes -
Enable Surechecks Yes -

Graphic Properties
Position 94640

Contrel Pins

-

P Frame

I Input Routers/Mixers
P Load Pilot

I Mains

I Power Channels

I Preset

»>

Schematic Elements

TIHOL .
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Component User Interface

Frame

B

Frame{f Flugin Con G Power Selected — P 0.0
IP .ﬁddre@) 169.254.1.3 | On | |Standby @E
Frame Info Metwork and Dante Settings:

STANDBY

Dual =J ;dancy [on | Dante [__On
k Status: Prim i@ Sec @) Read Only Forinfrormat

nfig [ Auto

LAB.

Labe ‘ @‘
() :

only. Change s=ttings via

CF | |_Fixad

PPEN |ake |

Lake Contraller

A IP Address field

Enter the amplifiers IP address

B Plugin Connected LED

Green indicates that an amplifier has been found on the
IP address entered. Red indicates plugin not connected
to an online amplifier. Amplifier can be ON or in Standby.

C Status LED and Display

If the LED is green, then there are no faults or warnings
present and the device is Online on the network. It can
be either in Standby or On, this is indicated on the
adjacent Status Display. The display will be green when
the device is On and there are no faults present (grey
when the device on online but in Standby).

If the LED is red, then there are faults or warnings
present on the amplifier. The Status Display will specify
the exact fault (what also can be seen in the Lake
Controller (or on the Front panel as with a PLM+). The
display will be red if there are faults present as well to
highlight that there is a present fault.

D Frame Label Displays the frames label of the amplifier. This is set in
the Lake Controller

E Frame ID Displays the Frames ID

F Firmware Version Displays the current firmware on the amplifier

G Power On / Standby Indicates the current power state of the amplifier with

Orange. It is possible to change power state by clicking
the expected power state.

H Select Me

This will lit the Select LED on the front panel (see
Operations manual of the product for further
information). It will also select the amplifier in an online
Lake Controller.

I Plugin Version

The version of the plugin

J Dual Redundancy

Will indicate in Orange if Dual Redundancy is enabled.
This can be controlled from the Lake Controller.

K Link Status

Primary and Secondary Ethernet connectors link status.
If the device have Dual Redundancy disabled, only the
Prim connector can be lit (the Secondary is disabled also
if the actual Secondary port is used for Daisy chaining).
When the Device have Dual Redundancy enabled, the
Sec will indicate if it has connection.

L Config Auto, DHCP or Fixed

This will indicate the current IP Configuration the device
has on the Lake interface (Dante can have different).
This is changed from the Lake Controller.

M Dante On / Off

Will indicate in Orange if Dante is enabled. This can be
controlled from the Lake Controller.

Copyright © 2019 Music Tribe Brands Sweden AB. All Rights Reserved
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PSU Mains
Breaker Emulation Limiter Config

. i
.Malns/. Mains ( A . L
Voltage [V RMS) | x13 C esired [Actual]

Fuse Ty niwerisal Univerisal
Currert (A RMS) | 103 @ Neminal Cur(=-p) ) 150 150
X, /
A Voltage Meter Mains Voltage Meter
B Current Meter Mains Current Meter
C Fuse Type Desired Breaker Emulation Limiter (BEL) Fuse type

and Actual Fuse Type.

All models do not have all three fuse types.

Note: To get correct Actual Fuse type for D10:4L and
D20:4L firmware 3.36 is required.

D Nominal Current BEL Desired Nominal current value and Actual current
setting.

There will be a difference between the Desired and
Actual if the specified value is outside the models
specification.

Frame Presets

FrameF' e3ets J
- Preset Store
ﬂ
————————————— Preset Recall o=
Select Pos t| "1‘”#.'951:
Select Preset 3 Newest

Hew Hame

Mew Na"nel | Store

NS

A Recall Select a preset from the dropdown list of the 100 frame
preset positions from the frame. When a FramePreset
is selected, press Recall to load the preset.

It is not possible to recall an “Empty” preset.

If Surechecks are enabled, it is required to press twice
within 3 seconds (also applies for pins). If this
behaviour is unwanted, disable the “Surechecks”

feature.
B Quick Store Select FramePreset postion
C Quick Store The “Quick Store” will overwrite the given FramePreset

postion selected in (B) with the current settings that the
device is using.
It is not possible to Quick Store an “Empty”

D New Store With New Store it is possible to store the current
settings that the device is using and manually enter a
name for the FramePreset and store it on the position
selected in the Selection Position dropdown (B). A
name must be give be able to store (do not name
Empty)

Copyright © 2019 Music Tribe Brands Sweden AB. All Rights Reserved 10 (13)
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Input Routers and Mixers

Imput Routers and Mixer.sz_""

Module Mixers

'3 5 e—
Maodule & Module B Maodule C Maodule D
mOWNE
Moy a o] ' | o 1 | odB 1 | odB 1 | odB

. :'3] Shmere z | odB z | o8 z | o8 2 | odB
—— Input Router Mutes —— 2 | OdB 2 | odB 2 | odB 3 0OdB
[Mute | W [Mute| 2 [ 0dB 4 [ DdB 4 | odB 4 0dB
N
A Force Router Priority Control of the Input Router Priority. Here it is possible
to go between Auto or Force a specific priority.
0 = Enable Auto Select Mode
1 =force Prio 1
2 = force Prio 2
3 = force Prio 3
4 = force Prio 4
B Input Router Mute Mutes the router. Blue = unmuted, red = muted

C Module A,B,C,D Input Mixers

Mix Input Router 1-4 from — 100dB to 15dB for any
Module.

Note: This is not dynamic, i.e. when using an A/B or
C/D module where Input Mixer B and/or D is not
available all 4 will still be displayed, but in that case use
the Input Mixer for A and/or C.

LoadPilot
5
LoadPiloe f_____ o, 1 chz Ch3 Cha
tatus Status Statuzs i Statuzs i
. bl Thre Threshaold = Threshaold = Threshaold
na bin/Max bin, Max o2 bin/Max o2 bin/Max

”@%@ﬂ

A Status LED

If the LED is on then there is a fault related to the
LoadPilot. Look in the respective channel status display
available in the Power Channels section for further
details. Frame must be On for LoadPilot to work.

B Enabled

Indicates in Orange if LoadPilot is enabled. This is read
only indication, LoadPilot can only be enabled from the
CAFE Software (available on the Lab.gruppen
website).

C High and Low Tone Readings

Displays the current Impedance reading of the High
and Low tone. Will indicate in red if the impedance is
outside the thresholds. Frame must be On for LoadPilot
to work

D High and Low Tone Min/Max
Thresholds

Displays the Min/Max Impedance thresholds of the
High and Low tone. Frame must be On for LoadPilot to
work

Copyright © 2019 Music Tribe Brands Sweden AB. All Rights Reserved 11 (13)
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Power Channels

T ]

ch =L Ch2 Ch3 Cha
Temp Temp @@ Temp Temp
Status i Status Status i Status i
| STANDEY | STANDEY | STANDEY | STANDEY |

W RN
:
Q@ﬁ w ||

i

| W P L
W_._
MLITEl

i

| W P L
W_._
MLITEl

Unmute All will unmute all Power Channel mutes
Mute All will mute all Power channels
Toggle All will toggle the mute state of all channels.

Yellow if Warning, Red if Fault

If the LED is green, then there are no faults or warnings
present and the device is Online on the network. It can
be either in Standby or On, this is indicated on the
adjacent Status Display. The display will be green
when the device is On and there are no faults present
(grey when the device on online but in Standby).

If the LED is red, then there are faults or warnings
present on the amplifier. The Status Display will specify
the exact fault (what also can be seen in the Lake
Controller (or on the Front panel as with a PLM+). The
display will be red if there are faults present as well to
highlight that there is a present fault.

Status Display will be red if there is a fault present on
the channel and green if there are none. This includes
Load Pilot faults but excludes Frame faults. Like the
frame display this display will also be grey if no faults
are present but the frame is in standby mode.

Power channel attenuation, from — 100dB to 0dB.

Power channel mute, Blue if unmuted, red if muted.

Displays the current Voltage. Frame must be on for this
to be true.

Power Meter. Frame must be on for this to be true.

A Unmute All, Mute All and
Toggle All

B Temperature LED

C Status LED and Display

D Attenuator

E Mute Channel

F V Meter

G P Meter

H L Meter

ISVPL Limiter Meter. Frame must be on for this to be
true.
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Support

If assistance is required, please contact Lab.gruppen CARE on care@musictribe.com for further help.

Trademarks & Copyright

Lab.gruppen and Lake are registered trademarks of Music Tribe Brands Sweden AB.
PLM, Powered Loudspeaker Management, LM, Loudspeaker Management are trademarks of Music
Tribe Brands Sweden AB.

QSC® and Q-SYS™ is a trademark or registered trademark of QSC, LLC in the U.S. Patent and
Trademark Office and other countries.

All other trademarks remain the property of their respective owners.
Copyright © 2019 Music Tribe Brands Sweden AB. All rights reserved.
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